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(i) The engine reaches the point of 
needing to be rebuilt, according to the 
criteria established by the manufac-
turer under § 86.084–21(b)(4)(ii)(C), or 

(ii) The engine reaches its engine 
family’s useful life. 

(3) If the useful life of a specific 
light-duty truck or heavy-duty engine 
is found to be less than 5 years or 50,000 
miles (or the equivalent), the useful 
life shall be a period of use of 5 years or 
50,000 miles (or the equivalent), which-
ever occurs first, as required by section 
202(d)(2) of the Act. 

(4) For purpose of identification this 
option shall be known as the average 
useful-life period. 

(c)(1) As an option for a light-duty 
truck engine family, a period of use of 
12 years or 130,000 miles, whichever oc-
curs first. 

(2) As an option for a gasoline heavy- 
duty engine family, a period of use of 
10 years or 120,000 miles, whichever oc-
curs first. 

(3) As an option for a diesel heavy- 
duty engine family, a period of use of 
10 years or 120,000 miles, whichever oc-
curs first, for engines certified for use 
in vehicles of less than 19,500 pounds 
GVWR; a period of use of 10 years or 
200,000 miles, whichever occurs first, 
for engines certified for use in vehicles 
of 19,501–26,000 pounds GVWR; or, a pe-
riod of use of 10 years or 275,000 miles, 
whichever occurs first, for engines cer-
tified for use in vehicles whose GVWR 
exceeds 26,000 pounds. 

(4) As an option for both light-duty 
truck and heavy-duty engine families, 
an alternate full-life value assigned by 
the Administrator under § 86.084– 
21(b)(4)(ii)(B)(4). 

(5) For purpose of identification these 
options shall be known as the assigned 
useful-life period options. 

(6) For those light-duty truck and 
heavy-duty engine families using the 
assigned useful-life period options, the 
warranty period for emissions defect 
warranty and emissions performance 
warranty shall be 5 years/50,000 miles 
for light-duty trucks, 5 years/50,000 
miles for gasoline heavy-duty engines 
and for diesel heavy-duty engines cer-
tified for use in vehicle of less than 
19,501 lbs. GVWR, and 5 years/100,000 
miles for all other diesel heavy-duty 
engines. However, in no case may this 

period be less than the basic mechan-
ical warranty period. 

(7) The assigned useful-life period op-
tions, as detailed in paragraphs (c)(1) 
through (c)(6) of this section, are appli-
cable for the 1984 model year only. 

(d)(1) As an option for the 1984 model 
year and for the 1984 model year only, 
the useful life of light-duty trucks and 
heavy-duty engine families may be de-
fined as prescribed in § 86.077–2. 

(2) For purpose of identification this 
option shall be known as the half-life 
useful-life option. 

[45 FR 63747, Sept. 25, 1980, as amended at 47 
FR 49811, Nov. 2, 1982; 48 FR 1412, Jan. 12, 
1983; 48 FR 48607, Oct. 19, 1983; 49 FR 48136, 
Dec. 10, 1984; 70 FR 40433, July 13, 2005] 

§ 86.084–4 Section numbering; con-
struction. 

(a) Section numbering. (1) The model 
year of initial applicability is indicated 
by the last two digits of the 5-digit 
group. A section remains in effect for 
subsequent model years until it is su-
perseded. The number following the hy-
phen designates what previous section 
is replaced by a future regulation. 

Examples: Section 86.077–6 applies to the 
1977 and subsequent model years until super-
seded. If a § 86.080–6 is promulgated it would 
take effect with the 1980 model year; § 86.077– 
6 would not apply after the 1979 model year. 
Section 86.077–10 would be replaced by 
§ 86.078–10 beginning with the 1978 model 
year. 

(2) Where a section still in effect ref-
erences a section that has been super-
seded, the reference shall be inter-
preted to mean the superseding sec-
tion. 

(b) A section reference without a 
model year suffix refers to the section 
applicable for the appropriate model 
year. 

(c) Construction. Except where indi-
cated, the language in this subpart ap-
plies to both vehicles and engines. In 
many instances, language referring to 
engines is enclosed in parentheses and 
immediately follows the language dis-
cussing vehicles. 

[45 FR 63747, Sept. 25, 1980, as amended at 59 
FR 48492, Sept. 21, 1994] 

§ 86.085–2 Definitions. 
The definitions of § 86.084–2 remain ef-

fective. The definitions listed in this 
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